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Length for payment of Chain Link Railing
\ 6'-0" Wide chain
fabric. 1" mesh.

L 8’-0" Max y\

‘ { Pipe NPS 1z Std and bottom.

6'-1/,"

Pipe NPS 2>
L— %" x 4" Tension bar

Std

[——Tension bar bands
1°-2" Max centers

Knuckle selvage at top

TOTAL PROJECT

POST MILES_ [SHEET| TOTAL
D]ST‘ COUNTY ‘ ROUTE ‘ ‘ NO. |SHEETS

Expansion joint same € Electrolier ‘ ‘ ‘ ‘ ‘

. dimension as expansion
link joint in deck. [ncrease 11" 11" ﬁ
sleeve \eng‘rh | 0.148" @ steel wire fies REGISTER VIL ENGINEER
correspondingly. < @ 1'-0" to all pipes
May 1, 2006
PLANS APPROVAL DATE

The State of Callfornia or Its offlcers or
agents shall not be_responslble for the accuracy
or complefeness of electronic coples af his pian
sheer.

See Note 6
. l
¥%" 8 Truss il ilk
rods in end panels A e
Length for payment of’ N

Pipe Handrailing
(if required)

(mo]Ba==4 o]

Pipe NPS 1', Std

=0

X
—|0
Min = Provide opening in
mesh as required
. B . Pipe handrailing required only
Fabric continuous at electrolier . .
but may be cut and spliced where slope is 6% or greater,
: or as indicated elsewhere
AT DECK in the plans. ELEVATION

END POST INTERMEDIATE POSTS EXPANSION JOINTS AT ELECTROLIER ON SLOPES PIPE HANDRAILING AT END

[E—

-F%‘IIE-

30
1%" 8 Hole %' ¢ vent |
Y4 # U bolts: 3" thread Peen bolt ends )
ALTERNATIVE DETAILS N N - 7 Hex nut and 2" 4" Max projection Pipe NPS 1Y, std
R ¥" x 8" x 8" With 6 oD flat washer
30 "
Driven fit B 1%" # holes @ 5" centers Jam nut & cut washer
o 2 1"+ Mor+tar pad = e | PLAN
| #4 x 10" Total 4 —e e o o
I~ o : (=
%" 6 Bolt LNPS 1 std pipe 2-#6 x 10" Bar — ] = ! Expansion sleeve. Provide for
sleeve sliding fit U ' Yie" exp at 15’-0" Max and

%" ¢ Carriage

bolt
M

TYPICAL CONNECTION DETAILS

NOTES:

1.

6.

Railing assembly except chain link fabric to be galvanized
after fabrication.

. Peen all bolt fthreads.

Railing shall conform to horizontal and vertical alignment.
Posts shall be vertical. Top and bottom pipes shall be
bent if radius is 148’-0" or less; may be on 8-0" chords if
radius is over 148'-0".

. When railing is on slope, 6'-0" chain link fabric shall be placed

parallel to slope.

. Alternative details may be submitted by Contractor for

Engineer’s approval.
Additional pipe NPS 14 Std required when radius is less than 1507-0".

Tack weld R=1Y

ANCHORAGE DETAIL

Yo" # U bolt

w/hex nuts R=1"

5" x 1" Holes

R %" x 5" x 6" slotted vertically
Mor+ar SIDE VIEW ELEVATION
c ] 1; 9" PIPE HANDRAILING BRACKET
E%»;l | st
° T 2-14
=
4 x 6" X 9" or STATE OF CALIFORNIA
5" # x 9" post pocket DEPARTMENT OF TRANSPORTATION
ALTERNATIVE ANCHORAGE DETAIL CHAIN LINK RAILING
May be used when thickness of concrete is 1'-0" or more. NO SCALE
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